


Optional  :

Optional  :

Uo / U (Umax) : 3,6/6 (7,2) 6/10 (12) 8,7/15 (17,5) 12/20 (24) 18/30 (36) kV

Uo / U (Umax) : 6/10 (12) 12/20 (24) 18/30 (36) kV

IEC Standard

VDE Standard

2XSY Single – core  

2XS(F)2Y Single – core, screen area longitudinally watertight  

2XSYR(Al)Y Single – core, aluminium wire armoured  

2XSYB(Al)Y Single – core, aluminium tape armoured  

2XSYKYR(Al)Y Single – core, lead sheathed, aluminium wire armoured  

2XSEY 3 - core  

2XSEYRY 3 – core, steel wire armoured  

2XSEYBY 3 – core, steel tape armoured  

2XSEYKYRY 3 – core, lead sheathed, steel wire armoured  

2XSEYKYBY 3 – core, lead sheathed, steel tape armoured 

 

 

Aluminium conductors  

HDPE outer sheath  

Fire retardant acc. to IEC 60332-3 C 

Hydrocarbon resistant 

3 – Stranded single cores

N2XS2Y Single – core 

NA2XS2Y Single – core aluminium  

N2XS(F)2Y Single – core, screen area longitudinally watertight 

NA2XS(F)2Y Single – core aluminium, screen area longitudinally watertight   

N2XS(FL)2Y Single – core, screen area longitudinally watertight, with transversal moisture barrier 

NA2XS(FL)2Y Single – core aluminium, screen area longitudinally watertight, with transversal moisture barrier 

N2XSEY 3 - core  

 

 

 

3 – Stranded single cores



Optional  :

Optional  :

Uo / U (Umax) : 6/10 (12) 12/20 (24) 18/30 (36) kV

Uo / U (Umax) : 3,6/6 (7,2) 6/10 (12) 8,7/15 (17,5) 12/20 (24) 18/30 (36) kV

Gen. acc. to IEC Standard-Zero Halogen-Fire Retardant

VDE Standard-Zero Halogen-Fire Retardant

2XSH Single – core 

2XS(F)H Single – core, screen area longitudinally watertight 

2XSHR(Al)H Single – core, aluminium wire armoured 

2XSHB(Al)H Single – core, aluminium tape armoured 

 

2XSEH 3 – core 

2XSEHRH 3 – core, steel wire armoured 

2XSEHBH 3 – core, steel tape armoured 

 

 

 

 

Aluminium conductors 

3 – Stranded single cores

N2XSH Single – core 

N2XS(F)H Single – core, screen area longitudinally watertight 

N2XS(FL)H Single – core, screen area longitudinally watertight, with transversal moisture barrier 

N2XSEH 3 – core 

 

 

 

 

 

 

Aluminium conductors 

3 – Stranded single cores
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Abbreviations for Cable Construction Elements : 

 
N According to VDE - Standard  

Core : Copper conductor 

A Aluminium conductor 

2X Cross linked polyethylene insulation (XLPE) 

S Screen consisting of a concentric layer of copper wires with a counter-helix of copper – tape 

SE Screen consisting of copper tapes applied on each phase 

(F) Screen area longitudinally watertight 

(FL) Screen area longitudinally watertight, with transversal moisture barrier 

Armour : R(Al) Round aluminium wires 

B(Al) Double aluminium tape 

R Galvanized steel wires 

B Double steel tape 

FG Galvanized flat steel wires with counter helix of galvanized steel tape 

Sheath : Y Polyvinylchloride (PVC) 

2Y Polyethylene (PE) 

H Zero halogen, fire retardant compound


